SASCOM
Installation for 27series Pl"OdUC"'s

SASCOM Bathroom Range

We recommend you use a professional plumber to install this product. Any electrical work
should be carried out by a qualified electrician.

I .Appliance parameter

Powervoltage Frequency Steam engine Power Circuit voltage
AC220V =
(- 10%) SOHZ. 2-3KW 12V

IT.Water flow parameter

Water supply presiure | Water work pressure | Water flow Water pipe joint bore diameter
Mpa Mpa L/Min Cool and hot water | Dewaterer
0.1<0.4 0.1~0.4 512 12" | I3

Integrated installation
I. Level basin

(1)Move basin of steam booth to its amounting position carefully, adjust support screws to level its top surface be sure to keep

every legs supported on ground then fasten the support screws,

(2)Adjust basin to keep dewater smooth and without seeper. if necessary adjust support screws.

(3)Seal dewaterer with cushion and silica gel reliably.

($)While adjust support legs, please dismantle apron according to the right fig. Its sequence is dismantle long apron first, then short

apron. The sequence of installation is contrary to the above. (steam booth without basin not included)

(5)After having leveled basin, be sure to move booth body to suitable place for the followed installation.

[I. Integrated installation between booth board and body

()Install pillar closure head according to mark and fast it with screws.

(2)Coat neutral silica gel on the surface between booth board and body (note:
coating too much gel is not permitted so as not to affect appearance).

(3)Mark ABS booth body according to its position and fix it on booth body with T
M6 > 25 bolts and nuts, (T T

o

[1I. Installation of top cover
(1)Install pillar closure head according to mark on top cover.
(2)Place top cover on booth body and fix it on booth body and door with M6 » 25 bolts and nuts.
IV.Installation and debugging of glass door
It has been adjusted before leave factory. if necessary it can be carried out by special personnel of dealer.
V. Water piping installation
Connect them respectively according to marks on circulating pipes of steam booth.
(1)Switch on cool and hot water supply. All their interfaces must be placed at
secluded position and amount head-gate valve in front of steam booth for easy
to operate.
(2)While connecting circulating pipe, be sure to install filter sereen in its joint to
avoid impurities.

Caution:
(LOther circulating pipes have been connected and sealed in thei
joints, In general it is unnecessary for user to dismantle. When
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clean pipe and dismantle filter screen, just need dismantle

. . . . . Qutlet valve of
joint nuts with connecting marks and forbid to cut off pipes and

steam engine

disassemble joints.

(2)The valve used in our product is a kind of high-grade ceramics Codl water . <] Overhpad fancet
valve. To ensure its lifespan. we have fixed filter sereen in the high Hot water <] Movedbile faucet
Ve, le fauce

-pressure joints. Periodically clean them is necessary to prevent
impurities from gathering and affecting water flow, L

Water circulaiion diagram of steam booth{only suitable for sieam booth series)
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Use & Operation
I . Notice

(1)Before use must check power switch and head-gate water valve is on or not.

(2)Alter having checked power and water supply, you can open shower system.

(3)After having finished, be sure to cut off power and water supply and turn off
power switch.

(4)Not permit to turn on steam bath and shower system at the same time.

II. Operation to control panel

. Audio key
. Tune key
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. Phone key
. Volume decrease key
. Volume increase key

. Lighting control key

. Ventilator fan key

. Music control key
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. Power switch key




